Polytronik® Toroidal Transformers

Standard program "Basic” version

Rated Primary Rated Rated Effidency No-load Diometer | Height Weight
output voltage Item No. voltage current [%] losses [mm] [mm] ka]
[VA] [V-AC] [V-AC] [A-AC] g w] g
826001 2x9 2x 1,11
20 230 826002 2x12 2x0,83 72 0,35 58 32 0,34
826005 2% 24 2% 0,42
826006 2% 6 2%2,50
826007 2x9 2x1,67
826008 2x12 2x1,25
30 230 826009 2y 15 2x100 78 0,36 68 32 0,44
826010 2x18 2x 0,84
826011 2% 24 2x0,63
826018 2% 6 2x4,17
826019 2x9 2x278
826020 2x12 2% 2,08
50 230 826021 9y 15 2187 83 0,48 76 34 0,58
826022 2% 18 2x1,39
826023 2% 24 2x1,04
826013 2x9 2x333
60 230 826014 2x12 2% 2,50 83 0,55 75 38 0,65
826017 2% 24 2x1,25
826024 2%6 2% 8,33
826025 2% 9 25,5
826026 2x12 2x4,17
100 230 826027 2x15 2x3,34 86 0,99 89 Y] 1,04
826028 2x18 2% 278
826029 2% 24 2%2,08
826030 2x 115 2% 0,44
826036 2x6 2x 16,67
826037 2x9 2x11,12
826038 2x12 2% 8,34
826039 2x15 2% 6,67
200 230 826041 2418 2x55b 90 1,86 13 48 2,00
826040 2% 24 2x4,17
826042 2x30 2%3,33
826043 2x 115 2x0,87
826049 2x9 2% 16,67
826050 2x12 2x12,50
826052 2x18 2x833
300 230 896053 P 2x625 92 240 128 56 280
826054 2% 30 2x 5,00
826055 2x 115 2x1,31 )
826057 2x12 2% 20,84 E
826058 2% 18 2% 13,89 2
500 230 826059 2% 24 2x10,42 93 3,67 136 69 415 H
826060 2x30 2x8,34 g
826061 2x115 2%x218 5
826070 2x12 2x 41,67 E
826071 2x24 2x 20,83 =
1000 230 82607 7530 2x 1667 94 7,54 194 69 8,25 -
826073 2x 115 2% 4,35 5

The current and voltage values in the table are AC nominal load values.
For further information, please refer to the data sheet which you can find on our homepage www.sedlbaver.de/en
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